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KAMFLEX EUROPE

Serie RBX
OPERATIVITA

NOTE PRELIMINARL:

1

. SFOGOARIADURANTE IL RIEMPIMENTO DIUNA TUBAZIONE:

In una valvola di sfogo aria classica |'arrivo veloce dell’acqua é fermato istantaneamente dalia chiusura
della valvola senza il beneficio dell'effetto ammortizzatore dell'aria trattenuta nella tubazione.
Conseguentemente anche a normali velocita di riempimento si pud verificare uninnalzamento transitorio
della pressione di proporzioni tali da danneggiare la tubazione ed i suoi componenti.

Quando le velocita di approccio dell'acqua nan sono critiche la vaivola Vent-O-Mat utilizza il foro d'uscita
dell'aria pit ampio (1) mentre all'aumentare della velocita si usa il foro "Anti-Shock” (8) che decelera
I'acqua limitando percio l'innalzamento di pressione a un massimo di 1.5 volie la pressione nominale
dellavalvola

. COLPID’ARIETE CON TUBAZIONI IN PRESSIONE:

Spesso si verificano separazioni della colonna d'acqua all'arresto della pompa, in questo caso si
generanc importanti innalzamenti di pressione quando le masse d'acqua si ricongiungono.

La valvola Vent-O-Mat lascia entrare aria dal foro principale pil ampio quando avviene questa
separazione di colonna d'acqua, ma controlla il successivo sfogo d'aria attraverso il foro "Anti-Shock”
quando le masse si riuniscono, riducendo notevolmente la loro velocita e prevenendo i colpi d'ariete.
Ugualmente questo accade nel caso di oscillazioni comunque provocate dal liquido nella tubazione.

3.SFOGOARIADAUNATUBAZIONE PIENAIN PRESSIONE:

L'effettivo rilascio dell'aria in pressione dipende dall'esistenza di una “Relazicne critica” tra |'area del foro
piccolo (7) e la massa del galleggiante (4), in pratica la massa deve essere maggiore della forza creata
dalla pressione di esercizio agente sulla superficie del foro piccolo.

Se il galleggiante & relativamente troppo leggero o I'area del foro troppo grande il galleggiante sara
tenuto contro il foro anche se non galleggia sull'acqua e non si avra sfogo d'aria.

Per essere sicuri che la “Relazione Critica” esista sideve superare il “Test di Caduta” descritto a pag. 18
del testoinglese.

In sostanza si prova ad iniettare aria alla pressione di esercizio con la valvola gia in pressione di
esercizio. Lo stesso test eseguito a pressione atmosferica non ha evidentemente alcun valore.

Ogni lotto di produzione di 10 valvole Vent-O-Mat & provato ad alta pressione (1,5 volte la pressione
nominale), a bassa pressione (0,5bar) e al "Testdi Caduta”.

SFOGO ARIA DURANTE IL RIEMPIMENTO DI UNA TUBAZIONE (VELOCITA DELLACQUA NON CRITICA)

L'ana entra dal foro d'ingresso (3) viaggia nell'anello tra il corpo valvola (2) ed i galleggianti circolari (4), (5).
(6) ed esce dal foro plu ampio (1) nell'atmosfera.
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OPERATIVITA

SFOGO ARIA DURANTE IL RIEMPIMENTO DI UNA TUBAZIONE
(VELOCITA DELLACQUA ECCESSIVA)

in refazione all'aumento di portata d'aria il galleggiante (6) chiude il foro pit ampio (1). L'aria & costretta a
passare attraverso il foro "Anti-Shock” (8) creando una decelerazione dell'acqua in arrivo a causa
dell'aumento della pressione dell’aria nella valvola.

(Vedinote preliminari1.e 2.)

SFOGO D’ARIA DA UNA TUBAZIONE PIENA IN PRESSIONE

A seguito del nempimento delia tubazione il liquido entra nel corpo valvola (2) ed i galleggianti (4), (5) e (6)
galleggiano cosi che il foro piu ampio (1) & chiuso da (6). La valvola sara quindi in pressione. Una pressione

di esercizio minima < di 0.5 bar agente sul foro (1) terra il galleggiante (6] nella posizione di chiuso.
L'eventuale aria che sale nel liquido si accumula nel corpe valvola. Quando il volume di aria & sufficiente a

spostare il liquido il galleggiante (4) non galleggera piu e scendera per gravita aprendo il foro piccolo (7) e
permettendo all'aria accumulata di scaricarsi nell'atmosfera. Man mano che l'aria si scarica il liquido fa
salire il galleggiante (4) che richiude il foro piccolo (7) e previene quindi ogni fuoriuscita di liquido.

(Verdi anche nota preliminare 3.)

ROTTURA DEL VUOTO (INGRESSO ARIA)
IN UNA TUBAZIONE IN SVUOTAMENTO.

Lo svuotamento del liquido cal corpo valvola (2) causa la discesa per gravita dei galleggianti (4), (5) e (6) sul
piatto di supporto (9) permettendo all'aria atmosferica di entrare rapidamente prevenendo pericolose
depressioni all'interno della tubazione.
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Serie RBX
SCELTA della VALVOLA e POSIZIONAMENTO
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SCELTA della VALVOLA e POSIZIONAMENTO
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Serie RBX
PROTEZIONE dalle SOVRAPRESSIONI e COLPI d’ARIETE

Introduzione

La valvola di sfogo aria e rottura del vuoto Vent-O-Mat RBX e il prodotto di estese ricerche che hanno
portato ad una efficiente ma economica soluzione dei problemi di sovrapressioni (sia per oscillazioni
della massa fluida che per fenomeni transitori) sempre associati a tubazioni in esercizio. Lo
smorzamento automatico necessario nella tubazione & ottenuto tramite una delle 3 caratteristiche di
costruzione della valvola. Queste caratteristiche sono del tutto uniche in un componente cosi
compatto ed economico

Riempimentoiniziale

La serie RBX contiene un galleggiante addizionale con foro “Anti-Shock” che & calcolato
aerodinamicamente per strozzare lo scarico dell’aria quando Ia velocita di avvicinamento dell'acgua
diventerebbe troppo alta creando inaccettabili innalzamenti di pressione. L'effetto di strozzamento
dell'aria aumenta la resistenza all'arrivo dell'acqua che conseguentemente rallenta e riduce la
sovrapressione alla chiusura della valvola (vedi pag 1 e 2) La valvola RBX & una precauzione
essenziale peririempimenti delle tubazioni.

Condizioni di arresto pompa

Sovrapressioni molto alte possono essere generate quando le colenne d'acqua si ricongiungono dopo
una separazione dovuta alla fermata della pompa.

La vavola RBX fa entrare importanti volumi d'ana senza ostruzioni dal foro pit grande quando avviene
la separazione, ma controlla lo scarico d'aria attraverso il foro *Anti-Shock” quando le colonne d'acqua
cominciano a ricongiungersi. La velocita di ricongiungimento & quindi considerevolmente ridotta
riducendo le sovrapressioni (vedipag. 1e 2).

Il beneficio del foro "Anti-Shock” pud essere faciimente dimostrate con un opportuno programma
software di modellazione.

Tubazione in esercizio

L'apertura o chiusura di una valvola o simili apparecchi di regolazione del flusso possono causare
sovrapressioni transitorie.

Il particolare disegno ad una sola camera della serie RBX permette ad una sacca d'aria di imanere nel
corpo valvola. Automaticamente il galleggiante con il foro piccolo regola il volume d'aria intrappolata.

Questo volume d'aria crea un effetto ammortizzante per i picchi di sovrapressione transitoria. Anche
questo effetto puo essere calcolato dal progettista con un adeguato programma software.

Mal funzionamento di protezioni primarie

L'uso di valvole RBX e  importante anche nei casi in cui vengano usate protezioni primarie alle
sovrapression (ad esempio serbatoi d'aria). Infatti si possono creare gravi problemi nel caso di
malfunzionamento delle stesse o nel caso che, nel tempo, |la domanda sia cresciuta e non sianc o non
possano essere aumentate le protezioni primarie
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Serie RBX
PROTEZIONE dalle SOVRAPRESSIONI e COLPI d’ARIETE

In aggiunta ai benefici gia descrilti, la valvola RBX provvede una sicurezza contro le sovra pressioni
del tipo a “rottura predeterminata” Questa caratteristica si ottiene senza effetti esplosivi e senza
danneggiare la valvola ma solo guarnizioni faciimente intercambiabili.

Questa caratteristica dimiruira il pericolo di sovrapression abnormi. Questo effetto pud essere
considerato dal progettista con l'use diun programma adeguato.

Modellazione sucomputer

L'efficacia della serie RBX e’ stata verificala da prove di laboratori indipendenti e migliaia di
applicazioni nel mondo. Una modellazione efficace, basata su tests pratici, e stata assicurata dal noto
e riconosciuto programma “SURGE 53" di analisi software. disponibile in commercio. Risultati
accurati sono ottenibili anche con programmi, in commercio, sull'analisi delle sovrapressioni come
"FLOWMASTER" e “TRANSAM"

Protezione totale (Modello Olistico)

La valvola Vent-O-Mat forma parte integrale di una strategia globale per una protezione ben
programmata che includa, secondo le necessita e i limiti finanziari, bacini di espansione, valvole di non
ritorno, valvole di regolazione e qualsiasi altro apparecchio necessario per diminuire il comportamento
pericoloso delle sovrapressioni

Beneficitecnici e finanziari

La valvola RBX offre chiari vantaggi finanziari e tecnic quando e applicata come parte di una strategia
olistica di prevenzione delle sovrapressicni;

1. Aumentata protezione dalle sovrapressioni con:
- riduzione della grandezza delle sovrapressioni diminuendo la velocita dell'onda
-riduzione delle oscillazioni che seguono I'arrestc pompa in quante la valvola
continuamente assorbe e dissipa |'energia dell'onda di pressione
2. Potenziale riduzione in dimensione e quantita di mezzi convenzionali di protezione come
bacini di espansione, etc.
3. Protenzione automatica durante il iempimento iniziale quando altri apparecchi non sono in
funzione.
4. Protezione globale olistica in quanto ogni valvola RBX installata ha caratteristiche per
diminuire automaticamente ed autonomamente le sorvapressioni.
5. La valvola non ha praticamente bisogno di manutenzione.

Assistenzatecnica

Vent-O-Mat e Klamflex Europe sono in grado di trovare le soluzioni piu efficienti ed economiche per
linee complesse. L'assistenza include il dimensionamento e il posizionamento e |'assistenza ai
progettisti per una strategia di protezione globale.

Vent-O-Mat e Klamflex Europe hanno costruito solide relazioni con varie societa di ingegneria
internazionale.
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Tipo:

Sere RBX - doppic foro (Diccolo e granag|
con meccanisrmo "Ant-Shock”

Modello No.:

RBX 1601/ 1631
R3X 2511/ 2521/ 2501/ 2531
RBX 4011/ 4021/ 40017 4031

Ap
(bar)

Serie RBX

CARATTERISTICHE DI SCARICO DEL FORO PICCOLO

“1,2 mm faro delle valvole - DN25 (1") e DN5S0 (2%) U

1.5 mm foro delle vaivole - DNBO (3") e DN100 (4")

2.4 mm foro delle vaivole - DN150 (68") e DN200 (8")

35
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Per Ap o scarichi superiori consultare il fabbricante

CONVERSION EQUIVALENTS
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Series RC - Corpo in ghisa

OPERATIVITA: VALVOLA SFOGO ARIA SINGOLO EFFETTO

SFOGO ARIA DA UNA TUBAZIONE IN PRESSIONE

Il liquido entra nel corpo valvola e alza il galleggiante che va a chiudere il
foro piccolo. L'eventuale aria che & nel liquido, sale e si accumula nella
parte superiore del corpo. Quando il volume d’aria & sufficiente, il galleg-
giante scende aprendo il foro piccolo e permettendo |'uscita dell’aria.

OPERATIVITA: VALVOLA SFOGO ARIA TRIPLO EFFETTO

SCARICO DI UN ALTO VOLUME D’ARIA (RIEMPIMENTO DI UNA TUBAZIONE)

L'aria entra nel corpo e passa nell'area intorno ai galleggianti e si scarica
attraverso il foro grande.

SFOGO ARIA DA UNA TUBAZIONE IN PRESSIONE (TUBAZIONE OPERATIVA)

Alla fine del riempimento della tubazione il liquido entra nel corpo valvola
ed entrambi i galleggianti salgono a chudere |'uscita.

L’eventuale aria che c'é nel liquido sale e si accumula nella parte superio-
re del corpo. Quando il volume di aria & sufficiente a spostare il liquido, il
galleggiante inferiore scende aprendo il foro piccolo permettendo all’aria
di fuoriuscire. Quando |'aria si & scaricata, il liquido risale innalzando |l
galleggiante inferiore, chiudendo la valvola.

O

ROTTURA DEL VUOTO (SVUOTAMENTO DELLA TUBAZIONE)

Lo svuotamento del liquido dal corpo e la perdita di pressione, causa la
discesa di entrambi i galleggianti aprendo cosi il foro grande. In questo
modo |'aria atmosferica entra rapidamente per rimpiazzare il liquido nella
tubazione e prevenire pericolose depressioni

Su richiesta sono disponibili valvole singolo effetto DN 15 (*2")
Su richiesta sono disponibili valvole triplo effetto DN 15 (¥2") - DN 25 (1")
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Series RBX
OPERATION

PRE NOTES:

1.

VENTING OF AFILLING PIPELINE:

The operation of a conventional air release valve is such that fast approaching water is almost
instantaneously halted by the valve's closure without the shock cushioning benefit of any retained air in
the pipeline. Consequently a transient pressure rise or shock of potentially damaging proportions can be
generated in a pipeline system, even at normal filling rates.

In addition to venting through the Large Orifice (1) when water approach velocities are sub critical, the
Vent-O-Mat series RBX air release valves feature an automatic "Anti-Shock" Orifice (8) device that
serves to decelerate water approaching at excessive speed, thereby limiting pressure rise to a maximum
of 1.5 x rated working pressure of the valve.

. SURGE ALLEVIATION -PIPELINE PRESSURIZED:

In instances where a pipeline experiences water column separation due to pump stoppage, high shock
pressures can be generated when the separated water column rejoins.

The Vent-O-Mat series RBX takes in air through the unobstructed large orifice when water column
separation occurs, but controls the discharge of air through the "Anti-Shock” Orifice as the separated
column commences to rejoin. The rejoining impact velocity is thereby sufficiently reduced to prevent an
unacceptably high surge pressure in the system. In the same way the series RBX valve prevents high
surge pressures resulting from liquid oscillation in a pipeline.

. PRESSURIZED AIRRELEASE FROMAFULL PIPELINE:

Effective discharge by the valve of pressurized air depends on the existence of a 'CRITICAL
RELATIONSHIP' between the area of the Small Orifice (7) and the mass of Control Float (4), i.e., the
mass of the float must be greater than the force created by the working pressure acting on the orifice area.
If the float is relatively too light or the orifice area relatively too great, the float will be held against the
orifice, even when not buoyed, and air discharge will not be effected.

To ensure that the correct 'CRITICAL RELATIONSHIP' exists the requisite 'DROP TEST' described
under TEST SPECIFICATION on page 17 must be applied to any air release valve which is intended for
discharge of pressurized air.

VENTING OF A FILLING PIPELINE (SUB CRITICAL WATER APPROACH VELOCITY)

Air enters Orifice (3), travels through the annular space between the cylindrical floats (4), (5), and (6) and the
valve Chamber Barrel (2) and discharges from the Large Orifice (1) into atmosphere.
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OPERATION

VENTING OF A FILLING PIPELINE (EXCESSIVE WATER APPROACH VELOCITY)

In reaction to increased air flow, Float (6) closes Large Orifice (1) and air is forced through the “Anti-Shock”
Orifice (8) resulting in deceleration of the approaching water due to the resistance of rising air pressure in
the valve.

Attention is drawn to Pre Note 1 and 2 on page 1.

PRESSURIZED AIR RELEASE FROM A FULL PIPELINE

Subsequent to the filling of a pipeline, liquid enters the valve Barrel Chamber (2) and the Floats (4), (5) and
(6) are buoyed so that the Large Orifice (1) is closed by Float (6), the valve will then become internally
pressurized. A minimal working pressure of < 0. 5 bar (7. 3 psi) acting on the relatively large area of the
Orifice (1) will lock Float (6) into the closed position across the Large Orifice (1).

Disentrained air rises through the liquid and accumulates in the valve chamber, when the volume of air is
sufficient to displace the liquid, Float (4) will no longer be buoyant and will gravitate downwards thereby
opening the Small Orifice (7) and allowing accumulated air to be discharged into atmosphere, as air is
discharged the liquid raises Float (4) and re - seals the Small Orifice (7) and prevents escape of liquid

Specific attention is drawn to pre note 3 on page 1.
VACUUM RELIEF (AIR INTAKE)_ OF A DRAINING PIPELINE

Simultaneous drainage of liquid from Valve Chamber (2) causes Floats (4), (5) and (6) to gravitate
downwards onto the Baffle Plate (9), thereby allowing atmospheric air through the valve to rapidly displace
draining liquid in the pipeline and prevent potentially damaging internal negative pressure.
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Pipeline flow in fi/sec.
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Series RBX
SURGE & WATERHAMMER PROTECTION

Introduction

The Vent-O-Mat Series RBX "Anti-Shock" air release and vacuum break valve, is the product of
extensive research into the development of an efficient, but cost effective solution to surge
problems (both mass liquid oscillation and elastic transient phenomena) associated with any
operating pipeline. Automatic dampening, relevant to the pipeline's needs is provided by either one
of three design features. These special features are unique in a pipeline component of such
compact and economic design.

Surge Protection - Initial Filling

The RBX incorporates the additional floating "Anti-Shock" Orifice which is aerodynamically
engineered to throttle air discharge when water approach velocity would otherwise become too
great and induce an unacceptable pressure rise. The air throttling action increases resistance to
the flow of the approaching water which consequently decelerates to a velocity which reduces the
pressure rise when the valve closes (see operation of valve on pages 1 & 2). Vent-O-Mat series
RBX s an essential precaution for pipeline priming.

Surge Protection - Pump Trip Conditions
In instances where a pipeline experiences water column separation due to pump stoppage, high
shock pressures can be generated when the separated water column rejoins.

The Vent-O-Mat series RBX takes in air through the unobstructed large orifice when water column
separation occurs, but controls the discharge of air through the "Anti-Shock" Orifice as the
separated column commences to rejoin. The rejoining impact velocity is thereby considerably
reduced to alleviate high surge pressures in the system (see operation of valve on pages 1 & 2).

Other surge control measures may, dependant on pipeline profile, diameter and operating
conditions, be needed to provide the primary surge alleviation function with the Vent-O-Mat air-
valves forming an integral and valuable addition in a combined strategy for further reducing surge
pressures. The benefit of the "Anti-Shock" Orifice can be readily demonstrated by suitable surge
modelling software.

Surge Protection - Pipeline Operating
The operation of valves and similar flow control devices can cause high-pressure transients in an
operating pipeline.

The unique, single chamber design of the Vent-O-Mat series RBX valve enables a pocket of air to
be trapped in the valve chamber. Automatic operation of the small orifice control float regulates the
volume of air entrapped.

The volume maintained in the valve will provide a cushioning benefit to the pipeline for short
duration transient pressure "spikes". This effect can be modelled by the design engineer using
suitable surge software.

Surge Protection - Primary Pipeline Surge Protection Failure

In instances where air vessels or other alleviation measures are utilised as primary surge
protection and these devices fail, excessively high surge pressures will be generated. The same is
true if pipeline demands are increased with time without the upgrading of initial surge protection
equipment.
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Protection by Vent-O-Mat Series RBX will provide the benefits already described. The valve in
addition, has a pipeline over pressure safety feature which acts as a "rupture-disc". Operation of
this feature will be without an explosive effect and without damage to valve. This feature consists of
easily replaceable components such as gaskets and seals.

This feature will thus provide surge alleviation in instances where surge pressures are abnormally
high. The net alleviation effect can be taken into account by the design engineer using surge
modelling software.

Computer Modelling

The effectiveness of Vent-O-Mat series RBX has been substantiated by independent third party
testing and by thousands of applications globally. Effective computer modelling, based on practical
tests, has been ensured in the well-known and respected commercially available SURGE 2000
surge analysis software programme. Accurate results are also obtained by other commercially
available surge analysis software programmes such as FLOWMASTER and TRANSAM.

Holistic Surge & Water Hammer Protection

Vent-O-Mat forms an integral part of a well planned, holistic surge protection strategy that should,
according to application needs and financial constraints, include surge vessels, check valves,
control valves and/or any other equipment needed to alleviate unacceptable surge behaviour.

Technical and Financial Benefits
The Vent-O-Mat series RBX valve offers definite financial and technical advantages when
incorporated as part of a holistic surge protection strategy. This includes:

1. Improved alleviation of surge behaviour including reduction of:
- Surge pressure magnitudes by slowing surge velocities
- Duration of oscillation following a pump trip, as the air-valve continuously absorbs and
dissipates the energies of the surge.

2. Potential for reduction in size and/or quantity of conventional surge protection devices such as
surge vessels etc.

3. Automatic protection during initial filling when most surge protection devices are not
operational.

4. Holistic protection as each air valve installed has design features to automatically damp
surges.

5. Thevalveis virtually maintenance free.

Service

Vent-O-Mat is committed to finding the most cost effective and efficient solution to pipeline
complexities. Services include air valve sizing and positioning and assistance to consulting
engineers on defining appropriate surge and water hammer protection strategies. Vent-O-Mat has
built a sound relationship with many international consulting firms and has gained global
recognition for selling solutions!
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Type:
Series RBX -

Model No's:

RBX 1601/ 1
RBX 2511/ 2
RBX 4011/ 4
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Series RBX

SMALL ORIFICE DISCHARGE PERFORMANCE

Double Orifice (Small & Large Orifice) f$'1 % ' : r¢'l
with ‘Anti Shock Orifice' Mechanism vl re T
T j alll
631 : : |
521/ 2501/ 2531 I = [
021/ 4001/ 4031 ; } i
jiin | |
T ' !
| [ [
| I I
| I I
| , [
T
“1.2mm (" 0. 047") small orifice - DN25 (1") & DN50 (2") Valves ! i
“ 1.5 mm (0. 059") small orifice - DN80 (3") & DN100 (4") Valves i
2.4 mm (" 0. 094") small orifice - DN150 (6") & DN200 (8") Valves !
[
& (scf/min.) :
10 20 30 40 50
FOR HIGHER Ap OR DISCHARGE RATES CONSULT MANUFACTURER
800
| 550
| 500
| 450
| 400
| 350
Ap:
300 !
' (psi)
Q =Normal Litres Q1=Standard Cubic Feet
per second (Free Air) | per minute (Free Air) 250
@ 1. 01325 bar Abs. @ 14. 7 psi Abs.
and 20 deg. C 70 deg. F | 200
CONVERSION EQUIVALENTS 460
11 sec. = 2. 1189 scf/ min. 1 scff min = 0. 472 I/ sec. '
1 bar = 14. 5 psi 1 psi = 0. 069 bar | 100
| 50
5 10 15 20 25
Q (nis)



KAMFLEX EUROPE

Series RC - Ductile iron body

OPERATION: SINGLE SMALL ORIFICE AIR RELEASE VALVE

VENTING UNDER PRESSURE

Liquid enters the valve chamber raising the float upward to close the
small orifice.

Disentrained air rises through the liquid and accumulates in the top of
the valve chamber. When the volume of air is sufficient the float is no
longer buoyant and gravitates downwards thereby opening the small
orifice and allowing the air out.

HIGH VOLUME AIR DISCHARGE (FILLING OF A PIPELINE)

Air enters the valve and flows through the annular area around the kine-
tic shield and discharges out of the large orifice.

PRESSURIZED AIR DISCHARGE (PIPELINE OPERATING)

Subsequent to the filling of a pipeline, liquid enters the valve chamber
and the floats are buoyed so that the upper float closes the large orifice,
the valve will then become internally pressurized. disentrained air rises
through the liquid and accumulates in the valve chamber, when the vo-
lume of air is sufficient to displace the liquid, the lower float is no longer
buoyant and gravitates downwards thereby opening the small orifice
and allowing accumulated air to be discharged to atmosphere. As the air
is discharged the liquid raises the lower float and close the valve.

HIGH VOLUME AIR INTAKE (PIPELINE DRAINING)

Simultaneous drainage of liquid from the valve chamber and the loss of
pressure causes both floats to gravitate downwards thereby opening
the large orifice and allowing atmospheric air through the valve to re-
place draining liquid in the pipeline and prevent potentially damaging
internal vacuum.

OPERATION: DOUBLE ORIFICE AIR RELEASE & VACUUM BREAK VALVE

DN 15 Air Release Valves available on request.
DN 15 & DN 25 Vacuum Breaker Valves available on request.
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VALVOLE SFOGO ARIA SERIE RBX CORPO IN INOX PER ACQUE PULITE

TRIPLO EFFETTO

RBX ANTI-SHOCK AIR RELEASE VALVE STAINLESS STEEL BODY - WATER - 3 FUNCTIONS

Modello/Model DN
025 RBX 2511 25
050 RBX 2511 50
050 RBX 2501 50
080 RBX 2501 80
100 RBX 2501 100
150 RBX 2501 150
200 RBX 2501 200

Press. Nom.

PN 16 /PN 25
PN 16 /PN 25
PN 16/ PN 25
PN 16 / PN 25
PN 16 /PN 25
PN 16/ PN 25
PN 16/ PN 25

CORPO IN GHISA / D.I. BODY

025 RBX ¢ 1601
050 RBX ¢ 1601
080 RBX c 1601
100 RBX ¢ 1601
150 RBX ¢ 1601
200 RBX ¢ 1601
250 RBX ¢ 1601
300 RBX ¢ 1601

VALVOLE SFOGO ARIA SERIE RGX CORPO IN INOX PER ACQUE REFLUE

25
50
80
100
150
200
250
300

TRIPLO EFFETTO
RGX ANTI-SHOCK AIR RELEASE VALVE STAINLESS STEEL BODY - SEWAGE - 3 FUNCTIONS

Modello/Model

050 RGX 1011
050 RGX 1611

080 RGX 1001
080 RGX 1611

100 RGX 1001
100 RGX 1611

150 RGX 1001
150 RGX 1611

200 RGX 1001
200 RGX 1611

DN

50
50

80
80

100
100

150
150

200
200

PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16
PN 16

Press. Nom.

PN 10
PN 16

PN 10
PN 16

PN 10
PN 16

PN 10
PN 16

PN 10
PN 16

Connessioni / End Connection

17 BSP Filettato / Threaded

2" BSP Filettato / Threaded

Flangiato / Flange PN 16/ PN 25
Flangiato / Flange PN 16 / PN 25
Flangiato / Flange PN 16 / PN 25
Flangiato / Flange PN 16 / PN 25
Flangiato / Flange PN 16 / PN 25

Flangiato / Flange PN 16
Flangiato / Flange PN 16
Flangiato / Flange PN 16
Flangiato / Flange PN 16
Flangiato / Flange PN 16
Flangiato / Flange PN 16
Flangiato / Flange PN 16
Flangiato / Flange PN 16

Connessioni / End Connection

2" BSP Filettato / Threaded
2" BSP Filettato / Threaded

Flangiato / Flange PN 10
Flangiato / Flange PN 16

Flangiato / Flange PN 10
Flangiato / Flange PN 16

Flangiato / Flange PN 10
Flangiato / Flange PN 16

Flangiato / Flange PN 10
Flangiato / Flange PN 16

Kg.

4,60

8,50

10,00
22,50
24,00
70,00
95,00

=

Kg.

24,00
25,00

40,00
41,00

40,00
41,00

87,00
85,00

110,00
113,00

Euro

384.45
533.30
572.40
719.30
806.15
1612.25
2269.57

312.50
352.25
620.10
719.30
1517.90
2058.50
3757.70
9239.50

Euro

1661.87
2381.20

2864.86
3398.10

3212.10
3795.00

4725.16
6064.60

6796.30
8358.90
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SERIE RC - CORPO IN GHISA PER ACQUE PULITE @
RC - DUCTILE IRON BODY - WATER

Modello/Model DN Press. Nom.  Connessioni / End Connection Kg. Euro
SINGOLO EFFETTO 25 PN 16 17 Filettato maschio / Threaded male 3 173.80
TRIPLO EFFETTO 50 PN 16 -25 2" Filettato maschio / Threaded male T 371.00

VALVOLE SFOGO ARIA SERIE RPS COMPACT IN TERMOPLASTICO RINFORZATO
PER ACQUE PULITE - TRIPLO EFFETTO

RPS COMPACT ANTI-SHOCK AIR RELEASE VALVE IN REINFORCED PLASTIC
WATER - 3 FUNCTIONS

Modello/Model DN Press. Nom.  Connessioni / End Connection Kg. Euro
025 RPS 1611 25 PN 16 1" Filettato maschio / Threaded male 0,80 99.20

050 RPS 1611 50 PN 16 2" Filettato maschio / Threaded male 1,00 111.60




